
1.00
[25]
FLAME ARRESTOR TO
INTAKE SILENCER

11.25
[286]

11.25
[286]

9.41
[239]

(2)

10.05
[255]

8.71
[221]

1.64
[42]
(4)

24.25
[616]

(2)

11.25
[286]

11.25
[286]

2.36
[60]
(5)

16.60
[422]

16.60
[422]

 TYP.14°

6.02
[153]
(3)

38.37
[975]

35.84
[910]

27.95
[710]

26.92
[684]

(4)

24.51
[623]

8.56
[217]

8.93
[227]

5.67
[144]

(3)

8.89
[226]

8°

4.00
[102]

9.30
[236]

 B.C.4.25
108[ ]

(4 HOLES)

.453
11.5[ ]

5.24
133[ ]

12.82
[326]

12.82
[326]

C1  OF 21" = 1'
25.4 mm = 305 mm

in
(mm)A

8M0071383
8.2MAG EC STAGE 2

ZF 63A TRANSMISSION

SHEETSSCALEUNITSREVISION

NOTES:
(1) REFER TO THE APPLICATION MANUAL FOR COMPLETE PRODUCT INSTALLATION REQUIREMENTS.
(2) DIMENSIONS REQUIRE A MINIMUM OF 1/2 in. (13 mm) CLEARANCE FOR MOTOR MOUNT DEFLECTION.
(3) DIMENSIONS APPLY TO POINT OF INTERSECTION OF OUTPUT SHAFT CENTERLINE AND OUTPUT
    FLANGE FACE.
(4) DIMENSIONS TO SEA WATER PUMP INLET
(5) BASE OF MOUNT TO BE PARALLEL TO STRINGER.  MOUNT SHOWN AT CENTER OF ADJUSTMENT.

FORMAT B SIZE

OUTPUT FLANGE
(SAE NO. 510)

CRANKSHAFT
 

WATER DRAIN
MANIFOLD

FUEL PUMP INLET
3/8 - 18 NPT

(+) BATTERY
TERMINAL

CONNECTION

2X WATER DRAINS
(STARBOARD)

WATER SEPARATING
FUEL FILTER
CARTRIDGE

REAR FACE
OF BLOCK



38.48
[977]

INTAKE
SILENCER

37.48
[952]

FLAME 
ARRESTOR

4.00
[102]
(13 MM (1/2 in) NOM DIA BOLT HOLES)

38.12
[968]

REMOTE
OIL

FILTER

4.00 TYP.
[102]

2.00 TYP.
[51]

3.68 TYP.
[93]

1.63  TYP.
[41]

20.86
[530]

(2)

.62
[16]

7.94
[202]
TYP.

22.86
[581]

(2)

.62
[16]

24.86
[631]

(2)

.62
[16]

1.35
[34]
(5)

ALL EXCEPT 2.7 RATIO
MOUNT TO 

CRANK CENTERLINE

.07
[2]
(5)

2.7 RATIO
MOUNT TO 

CRANK CENTERLINE

2" RISER
24.19
[614 ]

(2) (3)

4" RISER
26.19
[665 ]

(2) (3)

6" RISER
28.19
[716 ]

(2) (3)

C2  OF 21" = 1'
25.4 mm = 305 mm

in
(mm)A

8M0071383
8.2MAG EC STAGE 2

ZF 63A TRANSMISSION

SHEETSSCALEUNITSREVISION

NOTES:
(1) REFER TO THE APPLICATION MANUAL FOR COMPLETE PRODUCT INSTALLATION REQUIREMENTS.
(2) DIMENSIONS REQUIRE A MINIMUM OF 1/2 in. (13 mm) CLEARANCE FOR MOTOR MOUNT DEFLECTION.
(3) DIMENSIONS APPLY TO POINT OF INTERSECTION OF OUTPUT SHAFT CENTERLINE AND OUTPUT
    FLANGE FACE.
(4) DIMENSIONS TO SEA WATER PUMP INLET
(5) BASE OF MOUNT TO BE PARALLEL TO STRINGER.  MOUNT SHOWN AT CENTER OF ADJUSTMENT.

FORMAT B SIZE

2" RISER

4" RISER

6" RISER

CRANKSHAFT
 

** NOTICE:  REAR TRANSMISION MOUNTS ARE 
ASSEMBLED IN THE UPPER MOUNTING LOCATION.
 
ALL TRANSMISSION RATIOS EXCEPT FOR THE
2.7:1 RATION USE THE UPPER MOUNTING LOCATIONS.
 
IF YOU ARE USING THE A 2.7:1 RATIO, OFFSET ALL
DIMENSIONS THAT REFER TO THE MOUNT BOTTOM
BY 1.28 INCHES.

(-) BATTERY TERMINAL
CONNECTION

SMARTCRAFT
INTERFACE

CONNECTIONS

14 PIN
ELECTRICAL HARNESS

RECEPTACLE
ELECTRICAL CENTER
AND CIRCUIT
BREAKER

MOUNTING
BRACKETS ADJUST
13 mm (1/2 in)
UP OR DOWN

COOLANT
RESERVOIR
CAP

FUSE BLOCK

OIL FILL
CLOSED COOLING
HEAT EXCHANGER

COOLANT RESERVOIR

REMOTE OIL FILTER

REMOTE
OIL FILTER

EXHAUST OUTLET
 4 [102] 

(2) (3)

WATER DRAIN
(PORT)

REAR FACE OF BLOCK &
CRANKSHAFT CENTERLINE

REAR FACE OF BLOCK &
CRANKSHAFT CENTERLINE

REAR FACE OF BLOCK &
CRANKSHAFT CENTERLINE
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